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Hang-On Perimeter Rails™

Hanging Graphics Hardware

Rail Options

•  Rails can be Extruded Profiles, Round or Square Shapes, 
cut to size and finished in virtually any color.

Rail Connections 

•  Hang-On Perimeter Rails can be connected in series.

Design a Perimeter Rail 

to match your visual merchandising vision

Modular system. 
Customize To Your Needs!

IT MATTERS!

MADE IN USA
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Hang-On Perimeter Rails™

Hanging Graphics Hardware

Upper and Lower Tier Perimeter Rail Systems

Upper Tier 

Perimeter Rail

Subcategory 

Valance Rail

Mounting Plates

•  Laser cut steel electrically welded, powder coated finish.

Double Rail System

  •  Allows staggering or layer effects for signage

  •  Rails can be Extruded Profiles, Round or Square Shapes, 
cut to size and finished in virtually any color.

Hangers 

•  Formed to hang from rail, all metal, powder coated finish.

Modular system. 
Customize To Your Needs!
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Hang-On Perimeter Rails™

Hanging Graphics Hardware

Hanging Graphics 

•  Place hanging graphics anywhere along bar. Offers the versatility  
merchants want to be able to reposition their products.

Great use for

•  Sign

• Placard

•  Panels

• Graphics

•  Light Boxes

• Frames

•  Structures

• Boards

•  Mirrors

• Cubby Covers

Inexpensive Barn Door 

hardware available.

Modular system. 
Customize To Your Needs!
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Valance Perimeter Rail System™

Hanging Graphics Hardware

Fitting and Puck 

•  Attach fitting and puck to the sign and hang on rail. 

Sign simply sits atop rail and is movable along rail.

Strap, Fitting and Puck 

•  Attach strap, fitting and puck to the sign, then hang from rail.  

Hang anywhere along rail.

Steel Strip 

•  Great for category level signing also known as 

lower tier rails. Using on valances is common.

Great in store marketing signing can help  

to promote a cohesive store design

Steel Strip is mounted to a wall, then a 1/2” square tube is attached in front.


